
BAHAGIAN 3.10 : PAINTING WORK

PURATA JULAT PURATA JULAT PURATA JULAT PURATA JULAT
(RM) (RM) (RM) (RM) (RM) (RM) (RM) (RM)

1 Prepare and apply and approved paint from SIRIM QAS
one undercoat, one sealant and two layer
weathershield paint as specified and to S.O's approval.

m2 10.10 5.50 - 15.00 10.1 5.50 - 15.00

2 Prepare and apply one coat red oxide primer, one
undercoat and two finishing gloss coats as specified on
balustrading and railing surfaces (measured flat).

m2 13.40 7.00 - 25.00 13.4 7.00 - 25.00

KESELURUHANKAWASAN TENGAH KAWASAN TIMUR
BIL KETERANGAN KERJA UNIT

KAWASAN UTARA

Kawasan Utara - Perlis, Kedah, Pulau Pinang dan Perak
Kawasan Tengah - Wilayah Persekutuan Kuala Lumpur, Melaka, Negeri Sembilan,

Selangor dan Johor
Kawasan Timur - Pahang, Terengganu dan Kelantan

balustrading and railing surfaces (measured flat).

3 Supply and apply (inclusive of surface preparation)
one layer of primer and two layers of approved
protective coating to exposed surface of beams,
diaphragms , deck soffit, abutments etc.

m2

16.52 12.60 - 18.00 16.52 12.60 - 18.00

Kawasan Utara - Perlis, Kedah, Pulau Pinang dan Perak
Kawasan Tengah - Wilayah Persekutuan Kuala Lumpur, Melaka, Negeri Sembilan,

Selangor dan Johor
Kawasan Timur - Pahang, Terengganu dan Kelantan
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